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Fra  parkeringspladsen til fyrtårnet, langs stampestien gennem de tæt be-
plantede havtornsmarker og over sandklittens bakker, strækker oplevel-
sen af Rubjerg Knude sig ud over den spektakulære vandrende sandklit 
og Rubjerg Knude fyrtårn. 

Adgangen  er sammensat af fire sekvenser: parkeringspladsen hvor man 
efterlader sin bil, velkomst arealet hvor man kan låne en cykel eller en 
trækvogn til børnene og finder information om stedet og landskabet før 

man oplever det. Stien som snor sig gennem det flade havtornslandskab 
og mødet med den vandrende sandklit. Og sidst opstigningen i fyrtårnet.

Vi  foreslår at iscenesætte hver af disse sekvenser gennem diskrete land-
skabselementer der understreger dets særlige kendetegn; både i sine 
spektakulære og skjulte dimensioner.
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Existing ’hat’

Broken windows are removed,
unbroken windows remain

Prism rotating by wind power

New opening in lantern 
house for balcony D

Existing wood cladding

Existing balcony with concrete 
rail/protection

Glass ’lid’ to avoid sand in 
kaleidoscope

Kaleidoscope

Existing facing wall

Glass in window for security

New steel frame

Hand railing on kaleidoscope
800mm measured from step

Rail/protection 1200mm
measured from step

Entrance to kaleidoscope

Floor level raised

Existing foundation
reinforced

New extra rail/protection

Glass in window
for security

Opening in kaleidoscope

Opening in kaleidoscope

Entrance

Section 1:100

Plan specifying sections and general dimensions

Plan Entrance

Typical plan where the floor plan is narrowest

Plans 1:100

Simple hand railing along the kaleidoscope
New access to balcony through ’lantern house’

Typical plan where the floor plan is broadest

Plan Balcony

Existing access to balcony 
via ladder

Opening in kaleidoscope

Entrance to 
kaleidoscope



Towards the sea

Entrance to kaleidoscope

Towards pathway to the parking lot

Existing opening height is adjusted 
to 2100mm from new floor level

Existing foundation is reinforced

Section 1:100

Entrance:
The perforated floor continues through the opening to become steps 
in the sand

The new floor continues through 
the opening as steps 

Plan 1:100



Existing lantern house

Broken windows are removed,
unbroken windows remain

Prism rotating by wind power

Glass ’lid’ to avoid sand
entering into kaleidoscope

Kaleidoscope

2374mm - The prism rotates above the 
kaleidoscope

Rotating discs with light holes

Plate with light holes

Balcony: 

The prism rotates by the power of the wind. The prism is directly connected to 
discs with light holes and drives the ’light machine’.

Section 1:50


