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External walls A：
Corrugated cement slate t=6.3mm,
water repellent paint
Galvanized steel plate t=0.35mm
Furring strips t=15mm
Moisture permeable waterproof sheeting
Water resistant plasterboard t=12.5mm
Structural plywood t=12mm
Glass wool insulaton t=100mm (24kg/㎥)

External walls B：
Corrugated galvanized steel plate t=0.4mm
Furring strips t=15mm
Moisture permeable waterproof sheeting
Water resistant plasterboard t=12.5mm
Structural plywood t=12mm
Glass wool insulaton t=100mm (24kg/㎥)

Ceiling：
Cypress plywood t=28mm

Ceiling：
Cypress plywood t=28mm

Ceiling：
Cypress plywood t=28mm,
Pilyurethane paint

Floor：
Black Cherry Florring t=15mm, natural paint
Plywood t=12mm
Particle board t=12mm

Internal walls：
Colored corrugated galvanized steel plate t=0.4mm
Plywood t=12mm
Furring strips t=15mm
Humidity control airtight sheet

Floor：
Porcelain tile t=10.5mm
Plywood t=9mm
Floorheating system t=0.7mm
Plywood t=12mm
Polystyrene foam insulation t=25mm

Floor：
Porcelain tile t=10.5mm
Plywood t=12mm

Beam：
Cedar 105×150

Eaves：
Steel plate t=3.2t,
hot dip zinc Internal walls：

Calcium silicate board t=6mm,
water repellent paint
Water resistant plasterboard t=9.5mm
Humidity control airtight sheet

Internal walls：
Plasterboard t=12.5mm,
Acrylic emulsion paint

Roof：
Polyvinyl chloride sheet waterproofing t=1.5mm
Plywood t=12mm
Rafter 45×45
Polystyrene foam insulation t=30mm

Detail section


