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For Trench heating information please see
M+E Consultants specification

FLOOR CONSTRUCTION: [U-Value 0.35 W/m2k]

20mm Engineered timber boarding by 'Arden Hodges'
18mm KNAUF Brio board
35mm AMBIENTE Underfloor heating foiled polystyrene system
Liquid applied DPM 'T.B.C'
Nominal levelling screed by 'Arden Hodges'
Existing 150mm Mass concrete slab

Existing 370mm Brickwork with 'BlackJack' liquid DPM internally

DELTA or similar damp proof system to be taken 2m up external wall
and fixed with proprietary sealed plugs.
Ruberoid self adhesive high performance DPM to floor to stick 150mm
up on Delta membrane.

25x50mm SW treated batten fixed to back of kingspan
and attached to brick wall with Gyframe system

40mm Kingspan CW3040 rigid insulation

1no. layer KNAUF 12.5mm Foilbacked Wallboard (Square edged)

Skim finish

EZY-JAMB 13mm Flush skirting trim

KNAUF Brio edge strip

FLOOR CONSTRUCTION: [U-Value 0.35 W/m2k]

- 20mm Engineered timber boarding by 'Arden Hodges'
- 18mm KNAUF Brio board
- 35mm AMBIENTE Underfloor heating foiled polystyrene 
system
- Liquid applied DPM 'T.B.C'
- Nominal levelling screed by 'Arden Hodges'
- 150mm Mass concrete slab
- 225mm Well compacted hardcore

75
0

SPEC: N10
WALNUT VENEER DESK

NBS: P20
10MM SHADOW GAP SKIRTING
SEE DRAWING NO. 232_504
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SPEC: N10
2NO. FLEXIBLE 32MM MDF
VENEERED SHELVES

22
50

SPEC: N10
MOVEABLE STORAGE 
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STUDY
RM_11
FL_01

LVL + 50.00

COURTYARD
RM_12
FL_03

LVL + 49.95

TOBIAS GRAU
Falling water pendant

Supplied by client

See CULMAX Ltd
details no's

N471_01 to 06

Thermally broken mild steel pivot door
Polyester powder coated. Colour TBC

GLASS SPECIFICATIONS:
Structural walls: 10mm TXD / 28mm Argon cavity 

6mm TXD LAM 6mm
TXD LOW E [PAR]

Structural roof: 10mm TXD / 14mm Argon cavity
6mm TXD LAM 6mm
TXD LOW E [PAR]

Pivot foor DGU: 10mm TXD / 16mm Argon cavity
6mm TXD LOW E

See drawing no.
232_501

FLOOR CONSTRUCTION: [U-Value 0.35 W/m2k]

- 20mm Engineered timber boarding by 'Arden Hodges'
- 18mm KNAUF Brio board
- 35mm AMBIENTE Underfloor heating foiled polystyrene 
system
- Liquid applied DPM 'T.B.C'
- Nominal levelling screed by 'Arden Hodges'
- Existing 150mm Mass concrete slab

WALL CONSTRUCTION: [U-Value 0.25 W/m2k]

- Existing 370mm Brickwork with 'BlackJack' liquid DPM internally

- DELTA or similar damp proof system to be taken 2m up external 
wall and fixed with proprietary sealed plugs.

- Ruberoid self adhesive high performance DPM to floor to stick 
150mm up on Delta membrane.

- 25x50mm SW treated batten system fixed back to brickwork
- 50mm Kingspan CW3040 rigid insulation between battens
- 1no. layer 18mm Plywood fixed to battens
- 1no. layer 18mm Walnut veneered MDF

All insulation to be
fitted between battens

SPEC K10:
Walnut veneered panels
on plywood substrate

WL_12

SPEC: L10 / P21 / M60
Existing timber windows
renovated to agreement
of conservation officer

WF_09

SPEC: L10 / P21 / M60
Existing timber windows
renovated to agreement
of conservation officer

WF_10

DETAIL_02

232_716

DETAIL_02

232_405

LS

SZP

A1	  ORIGINAL COPYRIGHT	  OF	  SOUP	  ARCHITECTS	  Ltd

THE	  OAKS,	  RICHMOND	  UPON	  THAMES,	  LONDON SEPTEMBER	  2012SOUP AJ	  BUILDINGS	  LIBRARY

LONDON	  +	  GUERNSEY

198	  Blackstock	  Road,	  London	  N5	  1EN
T	   	  020	  7354	  1729
E	   	   studio@souparchitects.com

AS	  BUILT	  PRIVATE	  STUDY	  SECTION GENERAL	  FLOOR	  TO	  WALL	  JUNCTION	  DETAIL


