
A1	  ORIGINAL COPYRIGHT	  OF	  SOUP	  ARCHITECTS	  Ltd

THE	  OAKS,	  RICHMOND	  UPON	  THAMES,	  LONDON SEPTEMBER	  2012SOUP AJ	  BUILDINGS	  LIBRARY

LONDON	  +	  GUERNSEY

198	  Blackstock	  Road,	  London	  N5	  1EN
T	   	  020	  7354	  1729
E	   	   studio@souparchitects.com

AS	  BUILT	  GROUND	  FLOOR	  PLAN

R
A

D
IA

TO
R

STUDY	  ROOM
RM_11
FL_01

DG_08

45
5

SPEC: L20 / P21
FRAMELESS SOLID CORE DOOR
TECTUS HINGES
STAINLESS STEEL IRONMONGERY
SEE DRAWING NO. 232_554
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Walnut veneered panels
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SPEC: K10
Walnut veneered panels
on plywood substrate

All insulation to be
fitted between battens

Low level electrical 
points below worktop
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Low level detail see
Dwg no. 232_714

Detail_01

FOR CEILING PLAN
SEE 232_715
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WL_01

WL_12

WL_13

All insulation to be
fitted between battens

SPEC K10:
Walnut veneered panels
on plywood substrate

WL_12

See CULMAX Ltd
details no's

N471_01 to 06

Thermally broken mild steel pivot door
Polyester powder coated. Colour TBC

GLASS SPECIFICATIONS:
Structural walls: 10mm TXD / 28mm Argon cavity 

6mm TXD LAM 6mm
TXD LOW E [PAR]

Structural roof: 10mm TXD / 14mm Argon cavity
6mm TXD LAM 6mm
TXD LOW E [PAR]

Pivot foor DGU: 10mm TXD / 16mm Argon cavity
6mm TXD LOW E

SPEC: L10 / P21 / M60
Existing timber windows
renovated to agreement
of conservation officer
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Set into worktop:
3no. Double sockets
2no. Data points
1no. 5amp outlet
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1no. Double sockets
1no. Data points
1no. TV outlet

1no. Double sockets
1no. Data points
1no. TV outlet


